RESIN 5812

Specs : (W xHxL)5mmx 8" (203 mm) x 12' (3600 mm)
RESTG784

Specs: (WxHxL)7mmx8" (203 mm) x4' (1200 mm)

TYPICAL BONDING DETAILS
RESSL5612

Specs : (WxHxL)5mmx 8" (203 mm) x 12' (3600 m)
RESSP584
Specs : (WxHxL)5mmx 8" (203 mm) x4' (1200 mm)

Notes before bonding:
A. Use bonding agent (primer) for imporved adhesive
force on both surfaces

Resysta Power Primer (Layer 2)

B. Substart appropriately prepares with Resysta Floor
Bond for the bonding
C. Check the degree to which the substrate must be

sealed.

D. Avoid ingress of water into the substrate.
E. Leave sufficient counter-draw if Resysta profiles
are not fastened to the floor, the wall or the ceiliing
F.Additional mechanical fastening in ceiling and other

vulnerable areas
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Preparation Before Bonding

- Clean surface using brush to
remove loose particles and dirt
- Clean with alcohol to achieve
better adhesion




BUILDING MATERIALS

Providing Architects and Builders with
Superior Paving, Decking and Pedestal Products.

Commercial | Luxury Residential | Municipal

Extended Team

We can also provide technical
consultation and installation training
for projects that involve Buzon
Pedestals. Please contact us to discuss
your particular needs. HDG Building
Materials also has a network of
experienced installers in many major
cities. Please contact us for
introductions or referrals.

Sales Representatives

Sales representatives for HDG Building
Materials are located in the Pacific
Northwest, Southern California, and
lowa.

Outside of those regions? No problem,
we are happy to serve.Please contact
us at 503.360.9551

‘Resystar

BETTER WOOD

HDG Building Materials is an expert dealer
for Resysta Rainscreen, Cladding, and
Decking. HDG provides architectural sales
and support in North America.

HDG Building Materials

Commercial | Luxury Residential | Municipal

5317 NW Goodwin Loop
Camas, WA 98607

503.360.9551

sales@hdgbuildingmaterials.com
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